
FEATURES:

APPLICATION:

FEATURES:

APPLICATION:

Easy assembly and installation 
High quality, long lasting, weather 
resistant aluminum extrusion   
Manual or motorized windows   
External hinge and gaskets provide 
water tight seal   
Light weight materials   
High load resistance    
Coextruded UV Protection blocks 
out harmful rays

Vertical Operable Windows
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®Used with arcoPlus 324/547

O P E R A B L E
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arcoPlus® Ventilated Windows are manual or motor operated 
40/20mm thick polycarbonate panels vertically installed into 
structures to add ventilation to any area. 

This system is complete with aluminum framing, external 
frame hinges, and gaskets. They are water sealed, hail/impact 
resistant, and allow light in while keeping harmful rays out. 
Customized sizes available upon request.

www. gallinausa.com      	         4335 Capital Circle 	          Janesville. Wisconsin 53546
Gallina USA 1-888-I-NEED-GALLINA  (888)463-3342)Gallina USA 1-888-I-NEED-GALLINA  (888)463-3342)

DESCRIPTION:DESCRIPTION:
WINDOW FRAMING

FRAME ACCESSORIES

PROFILE

324 & 547

#4309 
Window Hinge

#2760 
Sash/Frame Gasket

#4553 
Rack Actuator 
350/500mm

#4209 
Manual Operated 

Handle

#4547 
Double knit Chain 

Actuator

#4548 
Double Knit Chain 
Syncro Actuator

#4210 
Multifunction 

Manual Control

#4457  
Sill/Frame 
Connector

#4455  
Al Window Sash/Frame 

40mm TB

#4072  
Al Window Sash/Frame 

20mm

Outside

Window Width Inside

th.40mm
Window Width

Inside

Outside th.20mm

324 th.20mm

WINDOW HEIGHT WIDTH

46.25”
until 36”

48”
*
*

PANELS 3

547 th.40mm

WINDOW HEIGHT WIDTH

49.25”

until 36”
48”
60”

*
*
*

PANELS

ON REQUEST, PROFILES MADE WITH THERMAL BREAK
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